Droplet Removal Efficiency, %

CTI COASTAL AIROL® MisT ELIMINATORS
TECHNOLOGIES, INC. MisT ELIMINATION AND SEPARATION SOLUTIONS

AIROL® 120H

Vertical Flow Chevron Mist Eliminator
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Arrows represent the
highest velocity path.

Disengaged droplets are
pulled into (2) low pressure
cells which are formed

o adjacent to the highest
Vane velocity path.
Profile
. Coalesced liquid disengages . . .
Height from the va,Te“ surface agt ﬁfe Technical Specifications:

shaip 45 degree bend. Vane Profile Height: H = 7%’ or

(7 % PP, GFPP)

Profile Depth (draw): D = 274"

Vane Spacing: S=7/8"to 1%~
Materials of Construction: PP, GFPP,
T304(L), T316(L), and most other alloys.
Vane Material Thickness: 0.125” PP &
GFPP; 20 & 24 gauge.

Module Sizes: Designed to suit existing

[}
o J' >
Profile Depth (Draw) | or planned beam spacing.

Inlet

Dashed line
represents coalescing
surfaces of vane.
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AIROL® 120H VERTICAL FLOW CHEVRON MIIST ELIMINATORS Differential Pressure Drop -vs- Velacity in Standard JAir For AIROL®
REMOVAL EFFICIENCY -vs- WATER DROPLET Size 120H Vertical Flow Chevron Mist Eliminator
Meximum Allowable Velocity for Alr @ STP & Steam @ 212°F & 14.7 psla
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Droplet Size, micrans
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